Galaxy

4" Spm Klin®

High flow water filtration

B Polymeric construction
materials

B Efficient & reliable disc
filtration technology

B Renowned Spin Klin®
automatic backwash
technology

Excellent chemical and
corrosion resistance

Modular design for high
flow rates

Withstands high pressure
up to 10 bar

Simple installation,
operation and maintenance

Long life span
Lightweight, sturdy
construction

BARKAL

FILTRATION SYSTEMS




Galaxy 4" Spin Klin®

B Applicable in a wide range of applications such as:
B UF Membranes pre-filtration

B Protection of water treatment equipment
M Municipal water

B Waste water filtration and re-use

.

M Various industrial water and process applications

B Technical Data

Maximum Pressure 10 bar 145 psi
Minimum Pressure for backwash 2.8 bar 40 psi
Backflush Flow Rate per unit 50 m’/h 220 gpm
Water Volume for backwash* 200-350 m’/h| 880-1540 gallon
Maximum Temperature PURE 158°F
Filtration Area (per unit) 4,400 cm’ 680 in’
Filtration Volume (per unit) 6,600 cm’ 410 in’

Weight (unit only) P.P. 30 kg 66 Ibs

*Depending on programmed time

M Filter Construction Material options:
Polypropylene Materials
Anodized Aluminum
Stainless Steel

B Manifold Construction Material options: Color Micron Mesh - |
Polypropylene '
Stainless Steel —

Polyester Coated Steel
3lack 140

B Valve Construction Material options: —
Reinforced Polyamide B
Cast Iron o l | I |

B Maximum Recommended Flow Rates / Water Quality

Recommended Flow Rates for 400 - 130 micron

Water 3 units 4 units 5 units 6 units 7 units 8 units

Quality m’/h gpm m*/h gpm m’/h gpm m°’/h gpm m’/h gpm m’/h gpm

Good 300 | 1320 | 400 | 1760 | 500 | 2200 | 600 | 2640 | 700 | 3080 A 800 | 3520

Average 225 | 990 | 300 | 1320 | 375 | 1650 | 450 | 1980 | 525 | 2310 | 600 | 2640

Poor 150 | 660 | 200 | 880 | 250 | 1100 | 300 | 1320 | 350 | 1540 | 400 | 1760

Very poor | 100 | 435 | 130 | 580 | 160 | 725 | 200 @ 870 | 230 | 1015 260 | 1160

To determine your water quality, please consult the distributor in your area.




[ Systems - Headloss Chart (for 130 micron at clean state)

Refers to angle valves Flow Rate
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M Dimensions | 3 units 4 units 5 units 6 units 7 units 8 units
mm inch mm inch mm inch mm inch mm inch mm inch
D Inlet\Outlet diameter | 225 8 280 10 280 10 515 12 S0 12 355 14
L Length 1450 57 1950 7 2450 96 1450 57 1950 77 1950 7
H Height 1405 55 1405 55 1405 55 1405 55 1405 55 1405 55
W Width 830 33 900 35 970 38 1405 57 1405 57 1510 59
Recommended Flow Rates for 100 - 70 micron
3 units 4 units 5 units 6 units 7 units 8 units
m’/h gpm | m’h gpm | m’/h gpm | m’’h gpm | m’/h gpm | m’/h gpm
270 | 1190 | 360 | 1585 | 450 | 1980 | 540 | 2375 | 630 | 2770 | 720 | 3165 .
205 900 270 | 1200 | 340 | 1500 | 410 | 1800 @ 480 | 2100 | 550 | 2400
135 600 180 800 225 | 1000 | 270 | 1200 315 | 1400 | 360 | 1600 3
a0 400 120 530 150 i 660 180 790 210 920 240
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Agricultural irrigation, Israel Agricultural irrigation, Spain
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